unitronics

< JDSU

”.Qtelecom

OLS-55/56 SmarT Optical Laser Source
A SmART, Future-Proof Optical Laser Source

Key features o Laser source with up to four wavelengths offers flexibility
in singlemode and multimode applications.

Output level adjustment ensures correct power for
individual applications.

o Communication with JDSU power meters for auto-
lambda, TWINtest, and TRIPLEtest functions.

High output level stability due to built-in optical isolator
and optical power control.

FTTx ready

Visual fault locator option at 635 nm
NeW - Economical option for fiber tracing, routing, and
continuity checking
- Universal push-pull adapter 2.5 mm
(1.25 mm adapter optional)

JDSU’s SmarT optical handhelds go beyond the basics

With more than 100,000 optical handhelds already in use, JDSU continues the success story with
the SMART optical handhelds . The SMART class help your network move to the nextlevel of perfor-
mance. JDSU’s SMART optical handhelds encompass a new, intelligent, and next level productline
for testing all optical signals and systems, including broadband, PONs, and Gigabit Ethernet.

Allof JDSU’s SMART optical handhelds provide:

««An extended number of calibration wavelengths for the highest performance range in the
industry.

«The SmartStar graphical user interface for fast, easy, and straightforward operation.
«The SmartEnergy power supply management system.

«The SmartBag for safe and hands-free operation and transport.

«USB port for remote operation.

«Robust, shock-proof, and splash-proof design for field operation.

The OLS-55/-56 SMART Optical Laser Source is available in different versions for different
applications, offering greater flexibility for testing, installing, and maintaining singlemode and
multimode optical networks.

The OLS-55/-56 is designed for optimal use with the JDSU SMART power meter portfolio.





